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§550.1011

time and in a manner approved or pre-
scribed by the Regional Supervisor,
and submit meteorological data from a
facility.

Subparts D-1 [Reserved]

Subpart J—Pipelines and Pipeline
Rights-of-Way

§550.1011 Bond requirements for pipe-
line right-of-way holders.

(a) When you apply for, or are the
holder of, a right-of-way, you must:

(1) Provide and maintain a $300,000
bond (in addition to the bond coverage
required in 30 CFR part 256 and 30 CFR
part 556) that guarantees compliance
with all the terms and conditions of
the rights-of-way you hold in an OCS
area; and

(2) Provide additional security if the
Regional Director determines that a
bond in excess of $300,000 is needed.

(b) For the purpose of this paragraph,
there are three areas:

(1) The Gulf of Mexico and the area
offshore the Atlantic Coast;

(2) The areas offshore the Pacific
Coast States of California, Oregon,
Washington, and Hawaii; and

30 CFR Ch. V (7-1-13 Edition)

(3) The area offshore the Coast of
Alaska.

(c) If, as the result of a default, the
surety on a right-of-way grant bond
makes payment to the Government of
any indebtedness under a grant secured
by the bond, the face amount of such
bond and the surety’s liability shall be
reduced by the amount of such pay-
ment.

(d) After a default, a new bond in the
amount of $300,000 shall be posted with-
in 6 months or such shorter period as
the Regional Supervisor may direct.
Failure to post a new bond shall be
grounds for forfeiture of all grants cov-
ered by the defaulted bond.

Subpart K—Oil and Gas
Production Requirements.

WELL TESTS AND SURVEYS
§550.1153 When must I conduct a stat-
ic bottomhole pressure survey?

(a) You must conduct a static
bottomhole pressure survey under the
following conditions:

If you have . . .

Then you must conduct . . .

(1) A new producing reservoir,

A static bottomhole pressure survey within 90 days after the date of first contin-
uous production.

(2) A reservoir with three or more pro- | Annual static bottomhole pressure surveys in a sufficient number of key wells to

ducing completions,

establish an average reservoir pressure. The Regional Supervisor may require
that bottomhole pressure surveys be performed on specific wells.

(b) Your bottomhole pressure survey
must meet the following requirements:

(1) You must shut-in the well for a
minimum period of 4 hours to ensure
stabilized conditions; and

(2) The bottomhole pressure survey
must consist of a pressure measure-
ment at mid-perforation, and pressure
measurements and gradient informa-
tion for at least four gradient stops
coming out of the hole.

(c) You must submit to the Regional
Supervisor the results of all static
bottomhole pressure surveys on Form
BOEM-140, Bottomhole Pressure Sur-
vey Report, within 60 days after the
date of the survey.

(d) The Regional Supervisor may
grant a departure from the require-

ment to run a static bottomhole pres-
sure survey. To request a departure,
you must submit a justification, along
with Form BOEM-140, Bottomhole
Pressure Survey Report, showing a cal-
culated bottomhole pressure or any
measured data.

CLASSIFYING RESERVOIRS

§550.1154 How do I determine if my
reservoir is sensitive?

(a) You must determine whether each
reservoir is sensitive. You must clas-
sify the reservoir as sensitive if:

(1) Under initial conditions it is an
oil reservoir with an associated gas
cap;

362



		Superintendent of Documents
	2013-08-09T06:58:05-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




